SHRUB PLANTING DETAIL

MULCH TO A DEPTH OF 3"
WITH SHREDDED HARDWOOD
MULCH. KEEP MULCH PULLED
AWAY FROM THE TRUNK.

PREPARE A SAUCER TO A
DEPTH OF MIN. 3” ARQUND
PLANTING PIT

SET ROOTBALL FLUSH WITH
FINISHED GRADE

BACKFILL PIT WITH EXISTING
SOIL

REMOVE ANY CORDS, BURLAP
OR ROOTBAG (INCLUDING
BOTTOM) FROM THE SHRUB.
WIRE. BASKETS WILL BE
ALLOWED AROUND ROOTBALL

SET ROOTBALL ON
UNDISTURBED SUBGRADE

DO NOT CUT CENTRAL
LEADER

MULCH TO A DEPTH OF 3"
WITH SHREDDED HARDWOOD
MULCH ON TOP OF 1 §”
CLEAN BLACK LEAF COMPOST,
KEEP MULCH PULLED AWAY
FROM THE TRUNK

PREPARE A MULCH SAUCER
TO A DEPTH OF MIN. 3"
AROUND PLANTING PIT

SET ROOTBALL 2" ABOVE

Y FINISHED GRADE

BACKFILL PIT WITH EXISTING
SOIL

REMOVE ANY CORDS,

BURLAP, OR ROOTBAG
(INCLUDING BOTTOM) FROM
THE TREE AND TRUNK. WIRE
BASKETS WILL. BE ALLOWED

9” MIN.

D= DIMENSIONS OF PLANT SPACING AS INDICATED ON PLANS.

SPREAD MULCH TO THE DEPTH SPECIFIED.
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MULCH TO A DEPTH
OF 2" WITH CLEAN
BLACK LEAF COMPOST

4

BACKFILL WITH
EXISTING SOIL

EXCAVATION LIMITS

SUBGRADE

DO NOT APPLY FERTILIZER. USE

APPROPRIATE TOOLS TO EXCAVATE PLANTING HOLES IN A STAGGERED PATTERN.

EVENLY DISTRIBUTE GRASSES THROUGH PLANTING. PLANT FORBS IN DRIFTS OF
ONE SPECIES WITH THE EDGES BLENDED INTO THE ADJACENT SPECIES.

PLANT PLUGS LEVEL WITH EXISTING GRADE.

SOIL SHALL BE PLACED AROUND

PLUGS AND FIRMED INTO PLACE. DO NOT FILL AROUND PLUGS WITH MULCH.

THOUROUGHLY SOAK PLUGGED AREA WITH WATER UNTIL SOIL IS MOIST TO A

DEPTH OF 4 INCHES.

TRIANGLE ARRANGEMENT
PLUG PLANTING DETAIL

TEMPORARY FENCE

Drip Line

Fence

Ground Surface

NOTES:

1 .The fonce shall be located a minimum of 1 foot outside the drip line
.of the tree fo be saved and In no case closer than 5 feet to the
+runk of any tree.

2.Fence posts shall be elther standard steel posts or wood posts with
a minumum cross sectlonal ared of 3.0 sq. In.

3. The fence may be either 40" high snow fence, 40” plastic web fencing
or any other material as approved by the engineer/Inspector.
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POST AND FENCE DETAIL
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DIMENSIONS OF THE ENCLOSURES WILL BE DETERMINED BY CONTRACTOR OR * + -+
12" MAX ENGINEER BASED ON THE SPACING OF PLANTS BEING PROTECTED. SEEDING
THE FENCE SHALL BE PRESSED ONE TO TWO INCHES INTO THE SOIL (EVEN IN PERENNIAL 1 4
WATER) SO THAT NO GAPS ARE PRESENT FOR WATERFOWL OR SMALL MAMMALS TO PLANTING *
TREE_TRUNK PROTECTION . ' ENTER. EROSION i
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PLANTER FENCE DETAIL

* |RRIGATION NEEDED DURING JUNE AND JULY.
** |RRIGATION NEEDED FOR 2 TO 3 WEEKS AFTER APPLYING SEED.
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